
Inlet 4"Ø PVC Polylok
IV Boot (Typ of 3)

Poly II Boot accepts 2"Ø PVC
SCH 40, SDR 35 or S&D.
All pipe types should be glued

Liquid
Level

℄

℄℄*39 1/2" Inv. 4"Ø PVC

*Dimension is taken from bottom of tank
Manufacturing Notes
1.1. Concrete Compressive Strength: 5000psi @ 28 Days
1.2. Air Entrainment: 4-6%
1.3. Grade 60 Reinforcement
1.4. WWR & Structural fiber reinforced base
1.5. Tanks should be pumped every 3-5 years, depending on use
1.6. NEVER use septic cleaning agents
1.7. Designed for pedestrian load rating only
1.8. All tank penetrations are integrally cast
1.9. All joints sealed W/ butyl rubber joint sealant
1.10. ’Lift / Push / Cord Length’ information required at time of

ordering
1.11. Approval required from local code enforcement agencies,

prior to use

Physical Specifications:
Cover Weight: 2,045 lbs
Tank Weight: 5,740 lbs
Sump Weight: 795 lbs
Sump Cover Weight: 330 lbs
Total Weight: 9,235 lbs
Capacity: 733 gal (Invert In)
Working Capacity: 701 gal (Filter Invert)

Plan View

Elevation View

Conceptual View
Scale: NTS

Cover lift loop;
not for lifting tank

Internal Concrete
baffle on inlet end
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Tank lift loop

Revision #: Revision date:

Scale: 1/2" = 1’-0" Unless otherwise notedDrawn Date: 05/24/2017750gal Lowboy (New Style) Lift Station

ACI Catalog Drawings Item#: 292120

Effluent filter

2"Ø Banjo quick
disconnect fitting

Check valve

Nema 4x junction box, through plastic riser

Effluent pump
(model varies)

Sump Chamber

Sump cover

American Concrete Industries
1717 Stillwater Ave. Veazie, ME. 04401

www.americanconcrete.com

Float: pump on/off

High water alarm

20"Ø Plastic
access cover

24"Ø Sump access cover (Plastic)
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